
Digital multimeters

PAN Pocketmeter 

Pocket multimeter True RMS 300V CAT III  

•  LCD display with bargraph 21,5 mm
•  True RMS measurement
•  Non contact voltage test (3 levels) (NCV)
•  Single pole phase test with acustic indication
•  Auto range
•  Diode test
•  LED flashlight
•  Auto power off

Scope of delivery: protective cover, test leads, Operating manual

Technical Data PAN Pocketmeter

PAN Pocketmeter Video DE: PAN Pocketmeter Video EN:

0,1 mV - 600 V  DC voltage (V =)
0,1 mV - 600 V  AC voltage (V ~)
1 Ω - 10 MΩ  Resistance (Ω)
< 30 Ω  Continuity test •)))
1 Hz - 1000 Hz  Frequency (Hz)
0,1 µF - 6000 µF  Capacitance (F)
0,8 % - 4,5 %  Accuracy (%)
149 x 71 x 16 mm  Dimensions
246 / 147 g  Weight (gross / net)
2 x CR2032  Required battery(s):
CAT II 600 V / CAT III 300 V  Measuring category (CAT)

https://www.pancontrol.at/anwendungsvideo/pan-pocketmeter
https://www.pancontrol.at/applicationvideo/pan-pocketmeter

