
Digital clamp meters AC/DC

PAN 127 

Digital clamp meter 400A AC/DC  

•  Digital Display 11 mm
•  Backlight
•  Non contact voltage test (NCV)
•  Single-pole phase tester
•  Automatic and manual range selection
•  Data Hold
•  Diode test
•  Relative mode (REL)
•  Auto power off

Scope of delivery: protective cover, test leads, Type-K temperature
probe, Operating manual

Technical Data PAN 127

PAN 127 Video DE: PAN 127 Video EN:

0,1 mV - 600 VDC voltage (V =)
0,1 mV - 600 VAC voltage (V ~)
0,01 A - 400 ADC current (A =)
0,01 A - 400 AAC current (A ~)
0,1 Ω - 40 MΩResistance (Ω)
< 150 ΩContinuity test •)))
10 Hz - 10 kHzFrequency (Hz)
0,1 - 99,9 %Duty-cycle
0,1 µF - 100 µFCapacitance (F)
-20 °C - +760 °CTemperature (°C) (type K probe)
0,8 % - 3 %Accuracy (%)
30 mmJaw opening ⌀
202 x 76 x 44 mmDimensions
552 / 236 gWeight (gross / net)
2 x 1,5 V AAARequired battery(s):
CAT III 600 VMeasuring category (CAT)

https://www.pancontrol.at/anwendungsvideo/pan-127
https://www.pancontrol.at/applicationvideo/pan-127

