
Digital clamp meters AC/DC

PAN 100AD+ 

Smart digital clamp meter 100A AC/DC with automatic function
selection 

•  Digital Display 13 mm
•  Backlight
•  Non contact voltage test (NCV)
•  Single pole phase test with acustic indication
•  Auto range
•  Data Hold
•  Resolution 1 mA
•  Auto power off

Scope of delivery: protective cover, test leads, Operating manual

Technical Data PAN 100AD+

PAN 100AD+ Video DE: PAN 100AD+ Video EN:

0,1 V - 600 VDC voltage (V =)
0,1 V - 600 VAC voltage (V ~)
1 mA - 100 ADC current (A =)
1 mA - 100 AAC current (A ~)
1 Ω - 6 kΩResistance (Ω)
< 50 ΩContinuity test •)))
40 Hz - 1 kHzFrequency (Hz)
0,5 % - 2,5 %Accuracy (%)
12 mmJaw opening ⌀
159 x 60 x 29 mmDimensions
322 / 111 gWeight (gross / net)
2x 1,5V AAARequired battery(s):
CAT III 600 VMeasuring category (CAT)

https://www.pancontrol.at/anwendungsvideo/pan-100adplus
https://www.pancontrol.at/applicationvideo/pan-100adplus

